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 MICROPHONE SPECIFICATIONS                                                    ENVIRONMENTAL SPECIFICATIONS  

 

 

SPEAKER SPECIFICATIONS                                                              CABLE SPECIFICATIONS 
Dimension ᴓ28 mm  

Impedance  32 ± 15 

Power Rating   
Normal 0.5W 

Max. 1.0W  

S.P. L 
96±3dB/0.5W  

0.1 Meter  

Frequency 
Response  0   ͂ 2000Hz 

Termination  S13 

 
 
 
 
 

Dimension ᴓ9.7x4.5 mm  

Sensitivity -45 ± 3db 

Direction  Omnidirectional  

Operating Temperature 
Range  -40°C   ͂ +80 °C 

Storage Temperature 
Range -40°C   ͂ +85 °C 

Cable Diameter   ᴓ9.7, ᴓ 2.6 mm  

Material  PU 

Durable Temperature  -45°C   ͂ +85 °C 

DATASHEET 
Light Weight Single Ear Headset 
Boom Mic and Inline Push-To-Talk with S13 Termination 
 
 

SKU: 07844S13 

PACKAGING 

Each: Net Weight - 35g    
Box: 50 Pcs - G.W. 1.7kg  
                                           
WARRANTY 

12 months (Please refer to Benelec Terms & Conditions)                                           
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