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The 1738102B is a 2-way coaxial switch utilising N Socket connectors.  

 
 SPECIFICATIONS 

 

 
 
PACKAGING 
Blisterpack 1 per pack, Net Weight: 440g, Gross Weight: 460g 
Bulk size: Box 240 x 240 x 250mm, 20 pcs per box. Gross Weight: 9.6 kgs 
 
WARRANTY 
12 months (Please refer to Benelec Terms & Conditions) 
 

Frequency Range 1-3GHz 
Power Range  
 DC-30MHz 2KW 
 30MHz-200MHz 1KW 
 200MHz-500MHz 500W 
 500MHz-1GHz 250W 
 1GHz-3GHz 150W 
Insertion Loss  
 DC-500MHz ≤0.05dB 
 500MHz-1GHz ≤0.10dB 
 1GHz-2GHz ≤0.15dB 
 2GHz-3GHz ≤0.20dB 
Output Port 1-2 Isolation  
 DC-500MHz ≥60.0dB 
 500MHz-1GHz ≥50.0dB 
 1GHz-2GHz ≥45.0dB 
 2GHz-3GHz ≥40.0dB 
VSWR  
 DC-500MHz ≤1.15dB 
 500MHz-1GHz ≤1.25dB 
 1GHz-2GHz ≤1.20dB 
 2GHz-3GHz ≤1.25dB 

SKU: 1738102B DATASHEET 
Benelec RF Manual Switch 
1 x Input , 2 x Output N Socket DC to 2000MHz 
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